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Certificate

This is to certify that Cortina N.V
Local Bussiness Number RPR Oudenaarde 0456 917 411
Head Office Address Meersbloem-Melden,
42 B — 9700 Oudenaarde,
Belgium
Holds Certificate Number BMP 548924 (ID5057)

Is authorised to use the BSI registered Benchmark Product Certification Trademark, on products identified
in the Product Certification Schedule that is attached to this Product Certification Certificate. Such products
have been Type Tested and are manufactured under the Product Certification Requirements monitored by
BSI to ensure that the manufacturing process has the capability to consistently produce products in
compliance with and are Certified to:

AS 2210.3:2019 Personal protective equipment Safety footwear (ISO 20345:2011, MOD)
AS 2210.5:2019 Personal protective equipment Occupational footwear (ISO 20347:2012, MOD)

—

For and on behalf of BSI

Maré B'a7ﬁes, Man%ging Director, BSI Group ANZ Pty Ltd

Originally registered Latest issue Expiry date
06/05/2009 22/08/2019 05/05/2024

JAS-ANZ

¢ benchmark G_

QUALITY CERTIFIED PRODUCTS "7 777777

..making excellence a habit.

The use of this certificate and of the Benchmark Product Certification mark trademark is subject to the Client complying with the BSI Mark Requirements,
and Terms and Conditions. BSI Group ANZ Pty Ltd, Suite 2, Level 7, 15 Talavera Road, Macquarie Park, NSW 2113

The validity of this certificate can be checked at website: www.bsi-global.com/clientdirectory and the JASANZ website: www.jas-anz.org/register. This
certificate remains the property of BSI and must be returned upon its request. Template updated August 2014.
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This schedule supports the Product Cortina N.V
Certification Certificate for

By Royal Charter

Local Bussiness Number RPR Oudenaarde 0456 917 411
Head Office Address Meersbloem-Melden,
42 B — 9700 Oudenaarde,
Belgium
Holds Certificate Number BMP 548924 (ID5057)
Standard AS 2210.3:2019 Personal protective equipment Safety footwear (ISO

20345:2011, MOD)
AS 2210.5:2019 Personal protective equipment Occupational footwear
(ISO 20347:2012, MOD)

Issue date 22/08/2019

Model BSI Review date | Description AS 2210.3:2019

Half knee boot style, upper leather black buffalo, vamp and quarter
lining artificial fur, innersole antistatic non-woven fabric, penetration
resistant midsole, steel toe cap, dual density PU, international design C
Class I AE P SRC

Lace up boot, upper leather black buffalo, vamp and quarter lining
Cambrelle, innersole antistatic non-woven fabric, penetration resistant
midsole, steel toe cap, dual density PU, international design B

ClassI AE P SRC

Lace up shoe, upper leather black buffalo, vamp and quarter lining
Cambrelle, innersole antistatic non-woven fabric, penetration resistant
midsole, steel toe cap, dual density PU, international design A

Class I AE P SRC

Lace up shoe, upper leather brown crazy horse, padded collar heavy
nylon, vamp and quarter lining mesh nylon, innersole antistatic non-
Galaxy 25/10/2010 woven fabric, penetration resistant midsole, composite toe cap, dual
density PU/TPU, international design A

Class I AE P SRC

Lace up ankle boot, upper leather brown crazy horse, padded collar
heavy nylon, vamp and quarter lining mesh nylon, innersole antistatic
Geos 25/10/2010 non-woven fabric, penetration resistant midsole, composite toe cap,
dual density PU/TPU injected, international design B

Class I AE P SRC

Bestboot 25/10/2010

Bestboy 25/10/2010

Bestrun 25/10/2010

BMP 548924
22/08/2019 Page 2 of 11

PRODUCT CERTIFICATION |\

..making excellence a habit.

QUALITY CERTIFIED PRODUCTS ’ """"

The use of this certificate and of the Benchmark Product Certification mark trademark is subject to the Client complying with the BSI Mark Requirements,
and Terms and Conditions. BSI Group ANZ Pty Ltd, Suite 2, Level 7, 15 Talavera Road, Macquarie Park, NSW 2113

The validity of this certificate can be checked at website: www.bsi-global.com/clientdirectory and the JASANZ website: www.jas-anz.org/register . This
certificate remains the property of BSI and must be returned upon its request. Template updated August 2014.




bsi.

Schedule

Model BSI Review date | Description AS 2210.3:2019

Lace up boot, upper leather grey cow suede and heavy nylon, vamp and
quarter lining mesh nylon, innersole antistatic non-woven fabric,
Climber 25/10/2010 penetration resistant midsole, steel toe cap, dual density PU/PU
injected, international design B

ClassI AE P SRC

Lace up shoe, upper cow leather, vamp and quarter lining Cambrelle,
innersole anti-static non-woven, Kevlar penetration resistant midsole
Force2 25/10/2010 sole black dual density PU injected, composite toe cap, international
design A

Class I AE P SRC

Lace up shoe, upper leather grey cow suede and heavy nylon, vamp and
quarter lining mesh nylon, innersole antistatic non-woven fabric,
Jumper 25/10/2010 penetration resistant midsole, steel toe cap, dual density PU/PU
injected, international design A

Class I AE P SRC

Lace up shoe, upper leather grey cow suede and heavy nylon, vamp and
quarter lining mesh nylon, innersole antistatic non-woven fabric,

Kronos 25/10/2010 penetration resistant midsole, steel toe cap, dual density PU/TPU,
international design A

Class I AE P SRC

Lace up shoe, upper full grain leather and action leather, vamp and
quarter lining mesh nylon, innersole antistatic non-woven fabric,
Prodonna 25/10/2010 penetration resistant midsole, composite toe cap, rubber + phylon,
international design A

Class I AE P SRC

Lace up shoe, upper leather grey cow suede and heavy nylon, vamp and
quarter lining mesh nylon, innersole antistatic non-woven fabric,

Prorun 25/10/2010 penetration resistant midsole, steel toe cap, phylon + air unit + mesh
nylon, international design A

Class I AE P SRC

Lace up ankle boot, upper cow leather, vamp and quarter lining
Cambrelle, innersole anti-static non-woven, Kevlar penetration resistant
Power2 25/10/2010 midsole sole black dual density PU injected, composite toe cap,
international design B

Class I AE P SRB

Lace up boot, upper leather grey cow suede and heavy nylon, vamp and
quarter lining mesh nylon, innersole antistatic non-woven fabric,
Saturnus 25/10/2010 penetration resistant midsole, steel toe cap, dual density PU/TPU
injected, international design B

Class I AE P SRC

x

By Royal Charter
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Model BSI Review date | Description AS 2210.3:2019

Lace up boot, upper cow leather black, padded collar PU, vamp and
quarter lining Cambrelle, innersole antistatic non-woven fabric,
Tornado 25/10/2010 penetration resistant midsole, composite toe cap, dual density PU,
international design B

ClassI AE P SRC

Lace up boot, upper cow leather black, padded collar PU, vamp and
quarter lining Cambrelle, innersole antistatic non-woven fabric,
Typhoon 25/10/2010 penetration resistant midsole, composite toe cap, dual density PU,
international design

Class I AE P SRC

Lace up shoe, upper cow leather, vamp and quarter lining cambrelle,
innersole anti-static non-woven, penetration resistant midsole sole black
dual density PU injected, steel toe cap, international design A

ClassI AE P SRC

Lace up ankle boot, upper cow leather, padded collar PU, vamp and
quarter lining Cambrelle, innersole anti-static non-woven, penetration
X1100N 25/10/2010 resistant midsole, sole black dual density PU injected, steel toe cap,
international design B

Class I AE P SRC

Lace up shoe, upper leather brown cow suede and heavy nylon, vamp
and quarter lining mesh nylon, innersole antistatic non-woven fabric,
X2020P 25/10/2010 penetration resistant midsole, steel toe cap, dual density PU/PU
injected, international design A

Class I A E P SRC

Lace up ankle boot, upper leather brown crazy horse, padded collar
heavy nylon, vamp and quarter lining mesh nylon, innersole antistatic
Cosmos 25/10/2010 non-woven fabric, Kevlar penetration resistant midsole, composite toe
cap, dual density PU/TPU injected, international design B

Class I A E P SRC

Lace up shoe, upper leather brown crazy horse, padded collar heavy
nylon, vamp and quarter lining mesh nylon, innersole antistatic non-
Nova 25/10/2010 woven fabric, Kevlar penetration resistant midsole, composite toe cap,
dual density PU/TPU, international design A

Class I AE P SRC

Lace up shoe, upper leather brown cow suede and heavy nylon, vamp
and quarter lining mesh nylon, innersole antistatic non-woven fabric,
X2000 25/10/2010 penetration resistant midsole, steel toe cap, dual density PU/PU
injected, international design A

Class I AE P SRC

X1110 25/10/2010

BMP 548924
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Slip-on shoe, upper leather brown cow suede and heavy nylon, vamp
and quarter lining mesh nylon, innersole antistatic non-woven fabric,
X0600 25/10/2010 penetration resistant midsole, steel toe cap, dual density PU/PU
injected, international design A

ClassI AE P SRC

Slip-on shoe, upper leather brown cow suede and heavy nylon, vamp
and quarter lining mesh nylon, innersole antistatic non-woven fabric,
steel toe cap, dual density PU/PU injected, international design A
Class I A E SRC

Lace up ankle boot for lady, upper nubuck leather, padded collar heavy
nylon, vamp and quarter lining mesh nylon, innersole antistatic non-
Isis 25/10/2010 woven fabric, Kevlar penetration resistant midsole, composite toe cap,
rubber outsole, international design A

ClassI AE P SRC

Lace up ankle boot for lady, Upper nubuck leather, Padded collar heavy
nylon, Vamp and quarter lining mesh nylon, innersole antistatic non-
Ceres 25/10/2010 woven fabric, Kevlar Penetration resistant midsole, Composite toe cap,
rubber outsole, international design A

Class I AE P SRC

Slip on ankle boot, upper cow leather, padded collar heavy nylon, vamp
and quarter lining mesh nylon, innersole antistatic non-woven fabric,
Mercurius 25/10/2010 Kevlar penetration resistant midsole, composite toe cap, dual density
PU/Rubber injected, international design B

Class I A E P SRC

Half knee boot style, upper leather black buffalo, vamp and quarter
lining mesh nylon, innersole antistatic non-woven fabric, steel toe cap,
penetration resistant midsole, dual density PU, international design C
Class I A E P SRC

PVC gumboot style, steel toe cap, penetration resistant midsole, anti-
Hercules 25/10/2010 static, international design C

ClassI AE P SRC

PVC gumboot style, steel toe cap, anti-static, international design C

X0500 25/10/2010

Bestfit 25/10/2010

Poseidon 25/10/2010 Class I A E SRC
Lace up boot, upper leather black buffalo, vamp and quarter lining
Bestlady 09/10/2012 Cambrelle, innersole antistatic non-woven fabric, penetration resistant

midsole, steel toe cap, dual density PU, international design B
Class I A E P SRA

BMP 548924
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Lace up ankle boot, upper cow leather, vamp and quarter lining
Cambrelle, innersole anti-static non-woven, Kevlar penetration resistant
midsole sole, rubber outsole, composite toe cap, international design B
Class I AE P SRC

Lace up ankle boot, upper wheat cow grain leather, vamp and quarter
lining Coolmayx, innersole anti-static non-woven, Kevlar penetration
Ultima 03/02/2014 resistant midsole sole, black rubber/PU injected outsole, composite toe
cap, international design B

Class I AE P SRC

Lace up shoe, upper nubuck leather, vamp lining non-woven, quarter
lining mesh, innersole anti-static non-woven, Kevlar penetration

Alsus 03/02/2014 resistant midsole sole, PU injected outsole, composite toe cap,
international design B

Class I S1 P SRA

Lace up shoe, upper black cow leather, vamp lining non-woven, quarter
lining Cambrelle, innersole anti-static non-woven, Kevlar penetration
Manager 10/08/2014 resistant midsole sole, PU injected outsole, composite toe cap,
international design B

Class I S1 P SRC

Half knee boot, brown cow hide leather upper, vamp and quarter lining
mesh nylon, anti-static non-woven fabric insole, penetration resistant
insole, composite toe cap, rubber outsole. International design C.
ClassIAEC

Lace up boot, cow hide leather upper, vamp and quarter lining mesh
suede, anti-static non-woven fabric insole, penetration resistant insole,
steel toe cap, duel density PU outsole. International design B.
ClassIAEP

Lace up boot, canvas upper, vamp and quarter lining cotton, anti-static
non-woven fabric insole, penetration resistant insole, steel toe cap, duel
density PU outsole. International design B.

ClassIAEP

Lace up shoe, Upper heavy nylon, Vamp and quarter lining coolmax,
Innersole antistatic non-woven fabric, Penetration resistant Kevlar
midsole, composite toe cap, Dual density PU/PU injected, International
design A.

Class I S3 SRC

x

By Royal Charter

Xplore 09/10/2012

Boreas2 26/08/2016

Dakar 26/08/2016

Desert 26/08/2016

Dynamica 12/12/2107
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Lace up ankle shoe, Upper heavy nylon, Vamp and quarter lining
coolmax, Innersole antistatic non-woven fabric, Penetration resistant
Kevlar midsole, composite toe cap, Dual density PU/PU injected,
International design B.

Class I S3 SRC

Lace up ankle boot, Upper leather Nubuck, Padded collar heavy nylon,
Vamp and quarter lining mesh nylon, Innersole antistatic non-woven
fabric, Kevlar Penetration resistant midsole, Composite toe cap, Injected
PU/Rubber, International design B.

Class I S3 HRO SRC

Lace up boot, Upper leather Nubuck, Padded collar heavy nylon, Vamp
and quarter lining mesh nylon, Innersole antistatic non-woven fabric,
Kevlar Penetration resistant midsole, Composite toe cap, Injected
PU/Rubber, International design A.

Class I S3 HRO SRC

Lace up shoe, Upper leather cow suede and heavy nylon, Vamp and
quarter lining coolmax, Innersole antistatic non-woven fabric,

Raptor 12/12/2017 Penetration resistant midsole, composite toecap, Phylon+ Air Unit+
Rubber outsole, International design A.

Class I S1 P SRC

Lace up ankle boot, Upper leather Nubuck and Heavy Nylon, Padded
collar heavy nylon, Vamp and quarter lining coolmax, Innersole
Toprunner 12/12/2017 antistatic non-woven fabric, Kevlar Penetration resistant midsole,
Composite toe cap, Injected PU/Rubber, International design B.

Class I S1 P HRO SRC

Lace up shoe, Upper leather and heavy nylon, Vamp and quarter lining
IMBK mesh, Innersole antistatic non-woven fabric, Penetration resistant
Advance81 12/12/2017 steel midsole, steel toe cap, injected PU/Rubber outsole, International
design A.

Class I S3 HRO SRC

Lace up ankle shoe, Upper leather and heavy nylon, Vamp and quarter
lining IMBK mesh, Innersole antistatic non-woven fabric, Penetration
Elevate81 12/12/2017 resistant steel midsole, steel toe cap, injected PU/Rubber outsole,
International design B.

Class I S3 HRO SRC

Lace up ankle boot, Upper leather cow grain, Padded collar heavy nylon,
Vamp and quarter lining coolmax/Cosmos MEMB textile, Innersole
antistatic non-woven fabric, Kevlar Penetration resistant midsole,
Composite toe cap, Injected dual density PU/PU, International design B.
Class I S3 SRC

Energetica 12/12/2017

Speedy 12/12/2017

Turbo 12/12/2017

Volcano 12/12/2017

BMP 548924
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Lace up boot, Upper leather cow grain, Padded collar heavy nylon,
Vamp and quarter lining coolmax/Cosmos MEMB textile, Innersole
Lava 12/12/2017 antistatic non-woven fabric, Kevlar Penetration resistant midsole,
Composite toe cap, Injected dual density PU/PU, International design A.
Class I S3 SRC
Lace up shoe, nubuck action leather upper, Oxycool Max quarter lining,
Kevlar insole, Kevlar penetration resistant midplate, composite toecap,
Rocket 81 01/07/2018 Phylon/Rubber sole.
Class I S3 SRC
Slip on boot, Nappa action leather + SJ] Microfibre upper, mesh lining,
non-woven fabric insole, steel penetration resistant midplate, steel
Lungo81 08/11/2018 toecap, dual density PU/Rubber sole.
Class I S3 SRC
Slip on shoe, Nappa action leather + SJ] Microfibre upper, mesh lining,
non-woven fabric insole, steel penetration resistant midplate, steel
Dolce81 08/11/2018 toecap, dual density PU/Rubber sole.
Class I S3 SRC
Lace up boot, cow split leather leather upper, mesh lining, antistatic
non-woven fabric insole, steel penetration resistant midplate, steel
Bestboy2 08/11/2018 toecap, dual density PU/PU injected sole.
Class I S3 SRC
Lace up shoe, cow split leather leather upper, mesh lining, antistatic
non-woven fabric insole, steel penetration resistant midplate, steel
Bestrun2 08/11/2018 toecap, dual density PU/PU injected sole.
Class I S3 SRC
Lace up boot, cow split leather leather upper, mesh lining, antistatic
. non-woven fabric insole, steel penetration resistant midplate, steel
Bestgir 08/11/2018 toecap, dual density PU/PU injected sole.
Class I S3 SRC
Lace up shoe, cow split leather leather upper, mesh lining, antistatic
non-woven fabric insole, steel penetration resistant midplate, steel
Bestlady 08/11/2018 toecap, dual density PU/PU injected sole.
Class I S3 SRC
Lace up boot, SJ cow suede leather + SJ Sombo Nylon 1200D upper,
. mesh lining, non-woven fabric insole, steel penetration resistant
Botanic 08/11/2018 midplate, steel toecap, dual density PU/PU injected sole.
Class I S1P SRC

BMP 548924
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Organic

08/11/2018

Lace up shoe, SJ cow suede leather + SJ Sombo Nylon 1200D upper,
mesh lining, non-woven fabric insole, steel penetration resistant
midplate, steel toecap, dual density PU/PU injected sole.

Class I S1P SRC

Meteor

08/11/2018

Lace up boot, crazy horse leather upper, Alaska felt lining, Kevlar insole,
Kevlar penetration resistant midplate, composite toecap, Phylon/Rubber
sole.

Class I S3 SRC

Nordic

08/11/2018

Lace up shoe, full grain cow leather leather upper, mesh lining, Manjoy
composite insole, Manjoy composite penetration resistant midplate,
composite toecap, dual density PU/TPU injected sole.

Class I S3 CI SRC

Premium

08/11/2018

Lace up boot, oily leather upper, mesh lining, Kevlar insole, Kevlar
penetration resistant midplate, composite toecap, PU/Rubber sole.
Class I S3 HRO SRC ESD

Rush

08/11/2018

Lace up boot, crazy horse leather + SJ Sombo Nylon 1200D upper,
mesh lining, antistatic non-woven fabric insole, steel penetration
resistant midplate, steel toecap, dual density PU/PU injected sole.
Class I S3 SRC

X1100N81

08/11/2018

Lace up boot, SJ Nappa action leather upper, cambrelle lining, non-
woven fabric insole, steel penetration resistant midplate, steel toecap,
dual density PU/Rubber sole.

Class I S3 SRC

X11181

08/11/2018

Lace up shoe, SJ Nappa action leather upper, cambrelle lining, non-
woven fabric insole, steel penetration resistant midplate, steel toecap,
dual density PU/Rubber sole.

Class I S3 SRC

Gusto81

08/11/2018

Slip on shoe, Nappa action leather + SJ Microfibre upper, mesh lining,
non-woven fabric insole, steel penetration resistant midplate, steel
toecap, dual density PU/Rubber sole.

Class I S3 SRC

Volluto81

08/11/2018

Slip on boot, Nappa action leather + SJ] Microfibre upper, mesh lining,
non-woven fabric insole, steel penetration resistant midplate, steel
toecap, dual density PU/Rubber sole.

Class I S3 SRC

Roma81

08/11/2018

Slip on boot, Nappa action leather + SJ Microfibre upper, mesh lining,
non-woven fabric insole, steel penetration resistant midplate, steel
toecap, dual density PU/Rubber sole.

Class I S3 SRC
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Lace up shoe, SJ nubuck microfiber + NUBA mesh + SJ PROVO upper,
. mesh lining, composite insert penetration resistance midplate,
Ligero 13/06/2019 composite toecap, EVA + rubber outsole.
Class I S1 P SRC
Lace up ankle boot, SJ nubuck microfiber + NUBA mesh + SJ PROVO
upper, mesh lining, composite insert penetration resistance midplate,
Absolute 13/06/2013 composite toecap, EVA + rubber outsole.
Class I S1 P SRC
Lace up shoe, white WP Sonora leather upper, mesh lining, composite
Brio 13/06/2019 insert penetration resistance midplate, composite toecap, EVA + rubber
outsole.
Class I S1 P SRC
Lace up shoe, Taikon PU + polyester mesh upper, mesh lining, non-
Balto 13/06/2019 woven insole board, steel toecap, EVA + rubber outsole.
Class I SB SRC
Lace up high boot, WP tope leather + WI Sombo nylon upper, WI
Sombo nylon lining, composite insert penetration resistance midplate,
Shark 13/06/2019 composite toecap, EVA + rubber outsole.
Class I S3 SRC
Lace up ankle boot, WP tope leather + WI Sombo nylon upper, WI
Sombo nylon lining, composite insert penetration resistance midplate,
Dragon 13/06/2019 composite toecap, EVA + rubber outsole.
Class I S3 SRC WRU
Lace up shoe, WP tope leather + WI Sombo nylon upper, WI Sombo
nylon lining, composite insert penetration resistance midplate,
Komodo 13/06/2019 composite toecap, EVA + rubber outsole.
Class I S3 SRC WRU
Lace up ankle boot, Sonora leather + SJ Cordura mesh upper, SJ
Cordura mesh lining, Sympatex membrane mesh insole, composite
Trooper 13/06/2019 toecap, EVA + rubber outsole.
Class I S3 SRC WRU
Lace up shoe, crazy horse leather upper, polyester mesh lining,
X330 13/06/2019 composite insert penetration resistance midplate, composite toecap, PU
+ rubber outsole.
Class I S3 SRA WRU HRO FO
Lace up ankle boot, crazy horse leather upper, polyester mesh lining,
X430 13/06/2019 composite insert penetration resistance midplate, composite toecap, PU
+ rubber outsole.
Class I S3 SRA WRU HRO FO
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Lace up ankle boot, Sonora leather + SJ Cordura mesh upper, SJ
Armour 13/07/2019 Sympatex membrane mesh lining, Black BK mesh + SJ hybrid insole,
EVA + rubber outsole.
Class I 02 SRC WRU
Lace up ankle boot, Sand cow suede leather + Sand nylon mesh upper,
Dune 13/07/2019 Sand polyester mesh lining, Non-woven fabric insole, Rubber outsole.
Class I OB SRA
Lace up ankle boot, Black action leather + Black nylon mesh upper,
Tactic 13/07/2019 Black polyester mesh lining, Non-woven fabric insole, Rubber outsole.
Class I OB SRA
BMP 548924
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